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Cable Clamps, Adjustable
Features

Black Nylon 6/6 backed with Adhesive Tape
Easy to Install, Open, and Close for Unlimited Usage
One Size can Accommodate Various Cables
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Cable Clamps, Adjustable

NTE Type No.

Clamping Range, A

B C D Qty. per Bag Diag No.Min Max
04−ACC10 .311 / 7.9 .410 / 10.3 1.000 / 25.4 .750 / 19.1 .078 / 1.98 10 CC−02
04−ACC20 .390 / 10.0 .490 / 12.5 1.250 / 31.8 .750 / 19.1 .078 / 1.98 10 CC−02
04−ACC30 .500 / 12.6 .610 / 15.4 1.460 / 37.0 .720 / 18.4 .078 / 1.98 10 CC−02
04−ACC40 .650 / 16.5 .790 / 20.1 1.650 / 42.0 .980 / 25.0 .109 / 2.78 10 CC−02
04−ACC50 .870 / 22.2 1.000 / 25.4 1.650 / 41.8 .850 / 21.5 .109 / 2.78 10 CC−02

Cable Clamps, Ladder Style, Adjustable
Features

UL94V−2 Flame Rated Nylon 6/6 backed with Adhesive Tape
for Surface Mounting
Includes Mounting Hole for #6 Screw
Operating Temperature Range:  +41  to +140 F (+5  to +60 C)
Easy to Install, Open, and Close for Unlimited Usage
One Size can Accommodate Various Cables
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Cable Clamps, Ladder Style, Adjustable
NTE Type No. Color A B C H Max Bundle Dia. Qty. per Bag Diag No.
04−LACC19 Natural .984 / 25.0 .709 / 18.0 .311 / 7.9 2.756/70.0 .669 / 17.0 10 CC−03
04−LACC19−0 Black .984 / 25.0 .709 / 18.0 .311 / 7.9 2.756/70.0 .669 / 17.0 10 CC−03
04−LACC29 Natural 1.200 / 30.5 .827 / 21.0 .472 / 12.0 3.543/90.0 .866 / 22.0 10 CC−03
04−LACC29−0 Black 1.200 / 30.5 .827 / 21.0 .472 / 12.0 3.543/90.0 .866 / 22.0 10 CC−03
04−LACC39 Natural 1.200 / 30.5 .827 / 21.0 .472 / 12.0 4.252/108.0 1.024 / 26.0 10 CC−03
04−LACC39−0 Black 1.200 / 30.5 .827 / 21.0 .472 / 12.0 4.252/108.0 1.024 / 26.0 10 CC−03




