
FEATURES:
• Shrink ratio

- Thin wall: 2:1
- Dual wall: 3:1
- Medium wall: 3:1
- Thick wall: 3:1

• Continuous operating temperature
- Thin wall: -55°C to 135°C
- Dual wall: -55°C to 85°C
- Medium wall: -40°C to 120°C
- Thick wall: -40°C to 120°C

• Shrink temperature
- Thin wall: >90°C
- Dual wall: >110°C
- Medium wall: >110°C
- Thick wall: >110°C

• Resistant to common fluids and solvents

• All product is UL and CSA listed

• Meets DEF. STAN 59.97*

• Meets UL 224, 125°C and CSA C22.2 No. 198.1*

• Meets:
- Thin wall: MIL-DTL-23053/5 Class 2 & 3
- Dual wall: MIL-DTL-23053/4 Class 3

• Flame retardant (Does not include
transparent)
- Thin wall
- Dual wall: Outer wall only

• Seals and protects cable splices and
terminations**

• The medium and thick wall series are ideally
suited for underground and direct burial

• Available in 7 Colors
*Medium & thick wall available In black only

*Thin Wall **Dual Wall

www.nteinc.com

Thin Wall
Cross-Linked
Polyolefin
- Available in 25/50 and 100’

spools, 48" and 6" lengths
and prepackaged
assortments

Dual Wall
Cross-Linked
Polyolefin
With Adhesive
- Available in

48” and 6” lengths

Medium Wall
Cross-Linked
Polyolefin
- Available in 48" lengths

Thick Wall
Cross-Linked
Polyolefin
- Available in 48" lengths
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