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Nylon Paddle Toggle
Features

Nylon Insulated Toggle
Self−Cleaning Wiping Contacts
Industry Standard .500” Dia Mounting Hole
Support Double Insulated Requirements

NTE
Type No. Circuitry Action Actuator

Diag
No.

54−020 SPST OFF NONE ON Black Nylon S6b

54−021 SPDT ON NONE ON Black Nylon S6b

54−022 SPDT ON OFF ON Black Nylon S6b

S6

.068 (1.75) Dia

.687
(17.44)

.687
(17.44)

.280 (7.11)

1.000 (25.4)

.375
(9.52)

.588 (14.93)

Keyway
.075 (1.82) x

.038 (.965) DP

.250 (6.35)

Terminal Types

b:  .250” Tab (Q.C.)

Specifications
Current Rating:  20A 125VAC, 10A 250VAC, 1 1/2 HP 125−250VAC
Insulation Resistance:  100 Megohms (min.)
Dielectric Strength:  1000V RMS (min.)
Temperature Rating:  +32  to +185 F (0  to +85 C)
Electrical Life:  25,000 cycles
Mechanical Life:  100,000 cycles
Terminal Type:  .250” Tab Q.C.
Mounting Hole:  .500 (12.7)

Nylon Paddle Toggle
Features

Slow Make, Slow Break Contacts
Heavy Duty AC Rated Also Suitable for Low Voltage
DC Applications
Industry Standard .500” Dia Mounting Hole

NTE
Type No. Circuitry Action Actuator

Diag
No.

54−110 SPST ON NONE OFF Black Polycarbonate S7c

54−111 SPDT ON NONE ON Black Polycarbonate S7c

54−119 SPDT ON OFF ON Black Polycarbonate S7b

54−107 DPST ON NONE OFF Black Polycarbonate S7b

54−112 DPST ON NONE OFF Black Polycarbonate S7c

54−084 DPDT ON NONE ON Black Polycarbonate S7a

54−085 DPDT ON OFF ON Black Polycarbonate S7a

54−108 DPDT ON NONE ON Black Polycarbonate S7b

54−109 DPDT ON OFF ON Black Polycarbonate S7b

54−120 DPDT ON OFF ON Black Polycarbonate S7c

b:  .250” Tab (Q.C.)
Terminal Types

S7

.075 (1.91) Dia

.250
(6.35)

.437
(11.08)

.370
(9.39)

#6−32NC−2 Thread

.286
(7.26)

.141 (3.58)

c:  Screw (Assembled)

.687
(17.44)

.379
(9.63)

.865
(21.97)

422
(10.72)

)50.91( 057.)29.43( 573.1

Keyway
.072 (1.82) x

.038 (.965) DP

15/32−32 UNS−2A
Thread

a:  Solder Lug

.125 (3.18) Dia

.330
(8.38)

.187
(4.74)

Specifications
Current Rating:

54−084 & 54−085:  6A 125VAC, 3A 250VAC, 1/4 HP 125-250VAC
All Other Devices:  20A 125-277VAC, 1 1/2 HP 125VAC, 2 HP 250VAC

Insulation Resistance:  100 Megohms (min.)
Dielectric Strength:  1000V RMS (min.)
Temperature Rating:  +32  to +185 F (0  to +85 C)
Electrical Life:  50,000 cycles
Mechanical Life:  100,000 cycles
Terminal Type:  Refer to Diag No. in Table
Mounting Hole:  .500 (12.7)


