Bat Handle Toggle
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Features
o Waterproof Types Available on Page 18
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NTE Current Diag
Type No. | Circuitry | Rating Action Actuator No. (11.0) g (21.5)
54-360 DPDT A ON | NONE | ON | Brass/Nickel Plate | 5332 ) / Y
54-361# | DPDT D ON OFF ON | Brass/Nickel Plate | 533
54-362"# SP3T C ON ON ON Brass/Nickel Plate | S33a
54-363# | DPDT C ON) | NONE | ON | Brass/Nickel Plate | 533a
54—364# DPDT C ON) OFF (ON) | Brass/Nickel Plate | 533a H 1 H
54-365% | DPDT C ON OFF | (ON) | Brass/Nickel Plate | S33a Specrflcatlons
e e o [oe o e [ curent Rating:
54-360##% | DPDT A ON | NONE | ON | Brass/Nickel Plate | S33c S 12’:“ 2255%\\//':%°r 10A 24VDC, 15A 12VDC
ARCTCTAN ML L TN L L2 L LN s C: 15A 125VAC, 12A 250VAC or 5A 25VDC
— rass/Nickel Plate | S33c D: 10A 125-250VAC. 1/2HP
54-372% | DPDT C ON) | NONE | ON | Brass/Nickel Plate | S33c o LT ’ .
55 T OPoT = ON | OFF T ON | BrassNoke Plate | 53% In_sulatu_:n ReS|stan.ce. 1000 Megoh_ms (min.) at 500\(DC
=75 | OPDT o o OFF O\ | Srass/NickeT Plate | 535 Dielectric Streng.th. 2000V RMS (min.) between terminals
Temperature Rating: —4° to +131°F (-20° to +55°C)
§PE(?IAEI;PNOTE: () = Momentary Function Electrical Life: 10,000 cycles (min.) at full load
#%L'{;r 10 Amp ONLY Terminal Type: Refer to Diag No. in Table
## UL for 12 Amp ONLY Mounting Hole: .480 (12.2)
Features ¥
o Quick Make, Quick Break Contacts
e Suitable for High Amperage AC/DC Motor Control Keyway A
e Screw Terminals 072 (182)x  (17:44)
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Terminal Types
c: Screw (Assembled)
#6-32NC-2
1 N Thread
! 270
(6.86)
Specifications
Current Rating: 16A 125VAC, 8A 250VAC, 1 HP 125-250VAC
Insulation Resistance: 100 Megohms (min.)
Dielectric Strength: 1000V RMS (min.)
Temperature Rating: 0° to +150°F (-17.8° to +65.6°C)
NTE Diag Electrical Life: 25,000 cycles
Type No. Circuitry Action Actuator No. Mechanical Life: 100’000 cycles
54-055 DPST ON NONE | OFF Brass/Nickel Plate | Sbc Terminal Type: Screw Type
54-056 SPST ON [ NONE [ OFF Brass/Nickel Plate [ S5c Mounting Hole: .500 (12.7)
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