TERMINALS & CONNECTORS

- Ring
- Spade
- Pin
- Flag
- Waterproof Heat Shrink
- Butt
- Male & Female
- Piggy Back
- Bullet & Receptacle
- Twist-on Wire
- Close End
- Stripping Quick Splice

www.nтеinc.com/terminals
RING TERMINALS

- Electro Tin Plated Copper
  Gauges = 22-18 AWG, 16-14 AWG, 12-10 AWG, 8 AWG
  Insulation = Non-Insulted, PVC Insulated
  Stud Sizes = #6, #8, #10, 1/4, 5/16, 3/8, 1/2

SPADE TERMINALS

- Electro Tin Plated Copper
- Standard and Flange Types
  Gauges = 22-18 AWG, 16-14 AWG, 12-10 AWG, 8 AWG
  Insulation = Non-Insulated, PVC Insulated
  Stud Sizes = #4, #6, #8, #10, 1/4, 5/16

BUTT CONNECTORS

- Electro Tin Plated Copper
  - .110”, .187”, and .250” Tabs
  Gauges = 26-24 AWG, 22-18 AWG, 16-14 AWG, 12-10 AWG, 8 AWG
  Insulation = Non Insulated, PVC Insulted, Nylon Insulated, Heat Shrink Insulated

MALE DISCONNECTS

- Electro Tin Plated Brass
- .110”, .187”, and .250” Tabs
  Gauges = 22-18 AWG, 16-14 AWG, 12-10 AWG
  Insulation = Non-Insulated, PVC Insulated, Nylon Insulated, Nylon Fully Insulated, Heat Shrink Insulated

FEMALE DISCONNECTS

- Electro Tin Plated Brass
- .110”, .187”, and .250” Tabs
  Gauges = 22-18 AWG, 16-14 AWG, 12-10 AWG
  Insulation = Non-Insulated, PVC Insulated, PVC Fully Insulated, Nylon Insulated, Nylon Fully Insulated, Heat Shrink Insulated
**FLAG TERMINALS**

- Electro Tin Plated Brass
  - Gauges = 22-18 AWG, 16-14 AWG, 12-10 AWG
  - Insulation = Non-Insulated, Nylon Insulated

**PIGGY BACK DISCONNECTS**

- Electro Tin Plated Brass
  - Gauges = 22-18 AWG, 16-14 AWG, 12-10 AWG
  - Insulation = PVC Insulated, Nylon Insulated

**BULLET DISCONNECTS**

- Electro Tin Plated Brass
  - Gauges = 22-18 AWG, 16-14 AWG, 12-10 AWG
  - Insulation = PVC Insulated

**RECEPTACLE DISCONNECTS**

- Electro Tin Plated Brass
  - Gauges = 22-18 AWG, 16-14 AWG, 12-10 AWG
  - Insulation = PVC Fully Insulated

**PIN TERMINALS**

- Electro Tin Plated Copper
  - Gauges = 22-18 AWG, 16-14 AWG, 12-10 AWG
  - Insulation = PVC Insulated
CLOSE END CONNECTORS

- Tin Plated Copper
  Gauges = 22-18 AWG, 16-14 AWG, 12-10 AWG, 8 AWG
  Insulation = Nylon Fully Insulated

TWIST-ON WIRE CONNECTORS

- Featuring Spring Insert
  Gauges = 22-14 AWG, 22-10 AWG
  Insulation = PVC Fully Insulated

STRIPPING QUICK SPLICES

- Tin Plated Brass
  Gauges = 22-18 AWG, 16-14 AWG, 12-10 AWG
  Insulation = Polypropylene

WATERPROOF HEAT SHRINK CONNECTORS

- Electro Tin Plated Copper (Butt)
- Electro Tin Plated Brass (Male & Female)
  Gauges = 26-24 AWG, 22-18 AWG, 16-14 AWG, 12-10 AWG
  Insulation = Heat Shrinkable Tube

MULTI FUNCTION CRIMP TOOL

- Crimps both Insulated and Non Insulated from 10-22 AWG
- Wire Stripper for 10-22 AWG
- Wire Cutter for All Gauges
- Bolt Cutter for 8-32, 10-24, 10-32, 6-32, and 4-40