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Worldwide supplier of high quality electronic components

Now part of the NTE family
Compliant product now
available on most items.

TEST LEADS & CLIPS
• Alligator, Crocodile, Plier,

& Spring Type Clips
• Probes, Sprung Hooks,

& Cable Piercers
• Panel Sockets
• Spade Terminals

• Self Assembly Plugs,
Sockets, & Cables

• Cable Assemblies
• OEM Safety Test Lead Sets
• OEM Fused Probe Sets

• Modular Test Lead Sets
• Multi-Pin Connector

Test Lead Sets
• Automotive Kits

& Accessories

Whatever your needs, NTE has the answer!

EL72-01

ECG Aerosol Chemicals
• Butane Fuel
• Smoke Detector Tester Spray
• Antistatic Circuit Refrigerants
• Electronics Degreasers and

Washes
• Electronics Contact Cleaners,

Degreasers and Washes
• Electronics Contact Cleaners

with Lubes
• Heavy-Duty Flux Removers
• Jet Air Cleaners
• Heavy-Duty Cleaning Solvents
• Electronics Washes
• Hydroentangled Cellulose/

Polyester C-Fold Wipes
• Silicone Lubricants
• Label and Adhesive Removers
• General Duty Defluxers
• Straw Holders
• Computer Glass and

Plastic Cleaner
• CARB Compliant Types

ECG Butane/Electric Soldering
and Heat Products
• Butane Fuel
• Butane Soldering Irons
• Butane Heat Guns
• Butane Torch
• Electric Corded Soldering Irons
• Electric De-soldering Irons
• Tips and Accessories
• Soldering Iron Kits
• Soldering Guns
• Industrial Heat Guns
• Economy Heat Guns

ECG LED Flashlights
• Emerge ‘N See Wind Up

Flashlight
• LED Flashlight with

14 Super Bright LEDs

ECG Rotors
• Precision Cut Steel Gears
• Rugged One-Piece

Cast Aluminum Housing
• Large Bearing Surface;

Strong Reinforced Mast
• High Torque
• Automatic Control
• Remote Control

Programmable Version

ECG Surge Suppressor
Outlet Strips
• Plug-in Protection for Office,

Industrial, Institutional and
Residential Applications

• Multi-Outlet Combinations
• Steel or Plastic Case
• Optional Phone-Line Protection
• General Purpose Protector
• Optional EMF/RFI Noise Filter
• Single and 3 Mode Protection
• 90° Rotated Outlets to

Accommodate External
Power Supplies

• Some with 15' Cords

ECG Test Equipment
• Analog Multimeters
• Digital Multimeters
• AC Clamp-On Digital Meters
• AC Clamp-On Current Adapter
• Digital Capacitance Meter
• Battery Tester
• Handheld Digital Thermometer
• Logic Probes
• Oscilloscope Probes
• Test Leads
• Digital Infrared Thermometer

NTE Cable Ties
• Standard Cable Ties
• Specialty Cable Ties
• Cable Tie Tension Tools
• Cable Tie Accessories
• Convenience Packs
• Split Loom
• Assorted Sizes & Colors

NTE Capacitors
• Aluminum Electrolytic
• Ceramic Disc
• Tantalum
• Mylar/Polyester Film
• Motor Start/Run
• Ceiling Fan
• Snap-in Mount
• Surface Mount Types
• Multilayer (Monolithic) Ceramic
• Prepackaged Kits

NTE Fuses
• Tube Type Case Sizes

3.6 x 10mm / 5 x 20mm / 6 x 30mm
• Glass and Ceramic
• Fast Acting and Slow Blow
• Standard and Mini Automotive

Blade Series
• Fuse Clips
* Panel Mount Holders

NTE Heat Shrink Tubing
• Assortment Packs Available
• Thin Wall Cross-Linked

Polyolefin
• Dual Wall Cross-Linked

Polyolefin
with Adhesive

• Medium Wall with Adhesive
• Thick Wall with Adhesive
• Available in 7 Colors
• Shrink Temperature: 120°C
• Shrink Ratio: 2:1Thin/3:1 Dual
• Cut / Marked Service

NTE Hook-Up Wire
• Automotive Wire
• 300V and 600V Solid

and Stranded Wire
• Teflon® Coated Wire
• Speaker Wire Clear
• Black/Red Bonded Speaker Wire
• 10 Colors and Gauges from 10 to 26
• New High Performance Home

Audio Speaker Cable
• Audio Speaker Cable

NTE LED Tubing
• For Interior Lighting
• Super Bright LEDs
• Blue, Green, Red, White, Amber,

and Red/White/Blue
• Flexible
• Connectible - Up to 15 Tubes

NTE Relays
• Electromechanical
• Solid State
• Automotive Type
• Reed
• Time Delay
• I/O Modules
• Thermal Circuit Breakers
• Magnetic Latching
• Accessories
• Surface Mount Types
• Replacements for

Over 83,400 Types
• Proximity Switches

NTE Resistors
• Flameproof 1/8W to 3W
• Power Wirewound 5W/10W/25W
• Fusible Power Oxide 1W/2W
• Prepackaged Kits
• Surface Mount Wirewound

up to 4 Watt
• Metal Clad Aluminum

Precision Wirewound
• 1% Metal Film
• Fixed & Adjustable Vitreous

from 12 to 300 Watt
• Round Silicone Wirewound

Ceramic from 1 to 10 Watt
• Carbon Composition

NTE Semiconductors
• Super Bright LEDs
• Power Block/Hybrid Mod.
• Industrial Rectifiers/Bridges
• Small Signal/Power Transistors
• Voltage Regulators
• Transient Suppressors
• Thermal Cutoffs
• Thyristors
• Zener Diodes
• Integrated Circuits
• Surface Mount Types
• Replacements for Almost 400,000

Industry Types

NTE Switches
• Bat Handle
• Toggle and Mini-toggle
• Paddle
• Rocker
• Metal and Nylon Pushbutton
• Snap Action
• Sealed Automotive/Marine Types
• Anti-vandal
• Round Hole Rocker
• Pull Chain
• Waterproof

NTE Test Leads & Clips
• Alligator, Crocodile, Plier,

& Spring Type Clips
• Probes, Sprung Hooks,

& Cable Piercers
• Panel Sockets
• Spade Terminals
• Self Assembly Plugs, Sockets,

& Cables
• Cable Assemblies
• OEM Safety Test Lead Sets
• OEM Fused Probe Sets
• Modular Test Lead Sets
• Multi-Pin Connector Test

Lead Sets
• Automotive Kits & Accessories

Distributed By:

For more information, call 973-748-5089
or visit www.nteinc.com

NTE Electronics, Inc., 44 Farrand Street, Bloomfield, NJ 07003-2597
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Steel Alligator Clip, Insulated, 10 Amp
Features
 Nickel Plated Clip
 Includes Skin Tight Insulation
 Banana Plug or Screw Connection
 Overall Length:  2.125” (53.9mm)
 Jaw Opening:  .310” (7.87mm)

NTE Type No. Description

72−158−0 Steel Alligator Clip w/Skin Tight Insulation, Black

72−158−2 Steel Alligator Clip w/Skin Tight Insulation, Red

Steel Alligator Clip, 5 Amp
Features
 Nickel Plated Clip
 Crimp/Solder Connection
 Overall Length:  1.690” (42.9mm)
 Jaw Opening:  .310” (7.87mm)

NTE Type No. Description

72−159 Steel Alligator Clip

Solid Copper Alligator Clip, 10 Amp
Features
 Crimp/Solder Connection
 Overall Length:  1.690” (42.9mm)
 Jaw Opening:  .310” (7.87mm)

NTE Type No. Description

72−160 Solid Copper Alligator Clip

PVC Insulator
Features
 Fits 72−159 & 72−160
 Skin Tight Insulator Design
 Flexible PVC Composition
 Overall Length:  1.800” (45.7mm)

NTE Type No. Description

72−161−0 PVC Insulator for 72−159 & 72−160, Black

72−161−2 PVC Insulator for 72−159 & 72−160, Red
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72−159 Series Kits
Features
 5 Amp Steel Alligator Clip
 Skin Tight Flexible PVC Composition Insulator

NTE Type No. Kit Contains

72−159−KIT1 1 Pair of 72−159 Steel Alligator Clips
1 Pair of 72−161−0 Black Insulators

72−159−KIT2 1 Pair of 72−159 Steel Alligator Clips
1 Pair of 72−161−2 Red Insulators

72−159−KIT3 1 Pair of 72−159 Steel Alligator Clips
1 Each of 72-161-0 (Black) and 72-161-2 (Red)
Insulators

72−160 Series Kits
Features
 10 Amp Solid Copper Alligator Clip
 Skin Tight Flexible PVC Composition Insulator

NTE Type No. Kit Contains

72−160−KIT1 1 Pair of 72-160 Solid Copper Alligator Clips
1 Pair of 72−161−0 Black Insulators

72−160−KIT2 1 Pair of 72-160 Solid Copper  Alligator Clips
1 Pair of 72−161−2 Red Insulators

72−160−KIT3 1 Pair of 72-160 Solid Copper Alligator Clips
1 Each of 72-161-0 (Black) and 72-161-2 (Red)
Insulators

Telecom Clip, Bed of Nails & Single Spike Combo
Features
 Nickel−Silver Jaw Material
 Ideal for Telecom Applications
 Crimp or Solder Connection
 Overall Length:  2.600” (66.0mm)
 Jaw Opening:  1.000” (25.4mm)

NTE Type No. Description

72−167 Insulator−Piercing Alligator Clip, Mitten Style,
with Loose Hardware

72−168 Insulator−Piercing Alligator Clip, Mitten Style
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General Purpose Solid Copper Test Clip, 40 Amp
Features
 Crimp or Screw Connection
 Overall Length:  2.400” (60.9mm)
 Jaw Opening:  .630” (16.0mm)

NTE Type No. Description

72−121 General Purpose Solid Copper Test Clip

PVC Insulator
Features
 Fits 72−120 & 72−121
 Flexible PVC Composition
 Overall Length:  3.500” (88.9mm)

NTE Type No. Description

72−122−0 PVC Insulator for 72−120 & 72−121, Black

72−122−2 PVC Insulator for 72−120 & 72−121, Red

72−120 Series Kits
Features
 20 Amp Steel General Purpose Clip
 Flexible PVC Composition Insulator

NTE Type No. Kit Contains

72−120−KIT1 1 Pair of 72−120 Gen Purp Steel Clips
1 Pair of 72−122−0 Black Insulators

72−120−KIT2 1 Pair of 72−120 Gen Purp Steel Clips
1 Pair of 72−122−2 Red Insulators

72−120−KIT3 1 Pair of 72−120 Gen Purp Steel Clips
1 Each of 72-122-0 (Black) and 72-122-2 (Red)
Insulators

72−121 Series Kits
Features
 40 Amp Solid Copper General Purpose Clip
 Flexible PVC Composition Insulator

NTE Type No. Kit Contains

72−121−KIT1 1 Pair of 72-121 Gen Purp Solid Copper Clips
1 Pair of 72−122−0 Black Insulators

72−121−KIT2 1 Pair of 72-121 Gen Purp Solid Copper Clips
1 Pair of 72−122−2 Red Insulators

72−121−KIT3 1 Pair of 72-121 Gen Purp Solid Copper Clips
1 Each of 72-122-0 (Black) and 72-122-2 (Red)
Insulators
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Petite Steel Clip, 5 Amp
Features
 Zinc Plated Clip
 Teeth Mesh Fully for General Testing
 Crimp or Screw Connection
 Overall Length:  1.550” (39.4mm)
 Jaw Opening:  .320” (8.1mm)

NTE Type No. Description

72−136 Petite Steel Clip

Petite Solid Copper Clip, 10 Amp
Features
 Teeth Mesh Fully for General Testing
 Crimp or Screw Connection
 Overall Length:  1.550” (39.4mm)
 Jaw Opening:  .320” (8.1mm)

NTE Type No. Description

72−137 Petite Solid Copper Clip

PVC Insulator
Features
 Fits 72−136 & 72−137
 Flexible PVC Composition
 Overall Length:  2.000” (50.8mm)

NTE Type No. Description

72−143−0 PVC Insulator for 72−136 & 72−137, Black

72−143−2 PVC Insulator for 72−136 & 72−137, Red

Analyzer Clip, Steel, 10 Amp
Features
 Zinc Plated Steel
 Teeth Mesh Fully on 3 Sides
 Crimp or Screw Connection
 Overall Length:  2.000” (50.8mm)
 Jaw Opening:  .500” (12.7mm)

NTE Type No. Description

72−144 Steel Analyzer Clip
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Analyzer Clip, Solid Copper, 20 Amp
Features
 Teeth Mesh Fully on 3 Sides
 Crimp or Screw Connection
 Overall Length:  2.000” (50.8mm)
 Jaw Opening:  .500” (12.7mm)

NTE Type No. Description

72−145 Solid Copper Analyzer Clip

PVC Insulator
Features
 Fits 72−144 & 72−145
 Flexible PVC Composition
 Overall Length:  2.560” (65.0mm)

NTE Type No. Description

72−146−0 PVC Insulator for 72−144 & 72−145, Black

72−146−2 PVC Insulator for 72−144 & 72−145, Red

Croc Clip, Steel, 5 Amp
Features
 Zinc Plated Clip
 Long Serrated Nose for Solid Contact
 Crimp or Screw Connection
 Overall Length:  2.125” (53.9mm)
 Jaw Opening:  .320” (8.1mm)

NTE Type No. Description

72−163 Steel Croc Clip

Croc Clip, Solid Copper, 10 Amp
Features
 Long Serrated Nose for Solid Contact
 Crimp or Screw Connection
 Overall Length:  2.125” (53.9mm)
 Jaw Opening:  .320” (8.1mm)

NTE Type No. Description

72−164 Solid Copper Croc Clip
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PVC Insulator
Features
 Fits 72−163 & 72−164
 Flexible PVC Composition
 Overall Length:  1.700” (43.1mm)

NTE Type No. Description

72−165−0 PVC Insulator for 72−163 & 72−164, Black

72−165−2 PVC Insulator for 72−163 & 72−164, Red

72−163 Series Kits
Features
 5 Amp Steel Croc Clip
 Flexible PVC Composition Insulator

NTE Type No. Kit Contains

72−163−KIT1 1 Pair of 72−163 Steel Croc Clips
1 Pair of 72−165−0 Black Insulators

72−163−KIT2 1 Pair of 72−163 Steel Croc Clips
1 Pair of 72−165−2 Red Insulators

72−163−KIT3 1 Pair of 72−163 Steel Croc Clips
1 Each of 72-165-0 (Black) and 72-165-2 (Red)
Insulators

72−164 Series Kits
Features
 10 Amp Solid Copper Croc Clip
 Flexible PVC Composition Insulator

NTE Type No. Kit Contains

72−164−KIT1 1 Pair of 72−164 Solid Copper Croc Clips
1 Pair of 72−165−0 Black Insulators

72−164−KIT2 1 Pair of 72−164 Solid Copper Croc Clips
1 Pair of 72−164−2 Red Insulators

72−164−KIT3 1 Pair of 72−164 Solid Copper Croc Clips
1 Each of 72-165-0 (Black) and 72-165-2 (Red)
Insulators


























































